Hy‘Lak HY-LOK CORPORATION 7. Xoksansandan 2?-1\1.Gm:1gscf1-gu.
Busan, 46731, Kawea

Tel : 32.51.976.0940

Fax 82518387023

www he-lok com

Hy-Lok D GmbH

An der Autobalmn 15
28876 Oylen

Germany

Tel. : ++ 49 4207 69 94-0
Fax : +— 49 4207 49 94-40

EN 10204-2.2

Certification of Material
(No.COM?2202-02)

SCOPE OF APPLICATION

Valve & Fittings

The above products which are to be shipped to you for the duration of one(1) year fram
February '2022 to February '2023 are manufactured from material purchased and certified

as being in accordance with the specification(s) set below :

Brass Forgine / KS D 5101 C3771BC-F

Typical Chemical Analysis

Cu Pb T'e+Sn Zn
59230 2.1610 0.4852 Rem.

Typical mechanical Propertics

Ten Ser. N/mw’ Elong %
428 18

Brass Bar Stock  / KS D 5101 C3604BD-T7

Typical Chemical Analysis

Cu Ph Fe Fet8n n
5932 3279 02084  0.3676 Rem.

Typieal mechanical Properties
Hard. HV
118

The above mentioned are manufactured in cur planl in accordance with HY -I.OKCORPORATION Standard and
each fittings is 100% visually tested and dimension check is sampling inspected.
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